8’ MAX”\/IUM 5' METAL OR 2"x2”WOOD FENCE POST

GEOTEXTILE WITH NET
BACKING  —~_

BACKFILL ™ —

GEOTEXTILE TO
OVERLAP THROUGH ¥
TRENCH. TRENC

NOTE : —SILT FENCE SHALL CONFORM TO
MNDOT 3886, TYPE B.

—FENCING SHALL BE PLACED ALONG CONTOURS
OR AS DIRECTED BY ENGINEER.

SILT FENCE
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BALES PLACED ON
TWINE OR WIRE EDGE, BUTTED TIGHT

A ~ A

TWO STAKES IN EACH BALE
AND EMBEDDED IN GROUND
10" MINIMUM

DITCH SECTION

FLOW

Sl

NRN7X
1

2"x2” WOOD STAKE ———-
OR REINF. BAR

A
A
A

BALE SECTION

DITCH CHECK
(HAY OR STRAW)

12,/26,/00

POINT A MUST BE
HIGHER THAN POINT B
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STORM SEWER

OPEN THROAT jX INLET

%

.
|
L

L__J

A

A BALES

N
PLAN
NOTE:

PLACE 2 EA.—2”X 2" WOOD STAKES OR REINFORCING BARS IN
EACH BALE, EMEDDED IN THE GROUND 10" MINIMUM.

4” OF 1”7 WASHED ROCK
OVER (TYPE 1) FILTER FABRIC

SECTION

BALE CHECK FOR STORM SEWER INLET

NO SCALE
12,/26,/00

CAND VRS
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DELINEATION OF TREE LINE
PROTECTION SHALL IDEALLY
BE LOCATED AT THE OUTER
PERIMETER OF THE DRIPLINE

TREE PROTECTION
DELINEATION NOTE: STANDARD 48" HIGH ORANGE SNOW FENCE OR ORANGE
SILT FENCE REQUIRED

STEEL OR wOOD FENCE POSTS AS NEEDED

DELINEATION OF TREE LINE PROTECTION SHALL EXTEND
CONTINUOUSLY THROUGH PROTECTION AREAS. TOTALLY
SURROUND INDIVIDUAL SPECIMENS AS NOTED, OR EXTEND

TREELINE ACROSS THE FACE AND THE ENDS SHALL EXTEND 6FT.
BACK FOR TREE LINE PROTECTION.

__ waoans
ELEVATION VIEW / / & MIN 67 MIN.
TREE PROTECTION TREE PROTECTION
DELINEATION DELINEATION

TREE PROTECTION FENCING
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10'0.C. 10'-4"0.C. 10'-4"0.C 10'-4'0.C 10'0.C. 10'0.C. ‘
‘ ___POSTCAP
! T TYP
1 TENSION BAR AT END 1-580D. ||
M TIEWIRES @ 18" gC‘ A ’ AND CORNER POSTS. TOP RAILS
L TOP, BOTTOM L W/ TIE BANDS 14" O.C.
o __ #9 GAUGE CHAIN AND MID RAILS
o 4" OD. END LINK FABRIC 5 4" OD. CORNER i ml
® POSTTYP. POST TYP L TIEWIRES @ 14" OC
I 1 7 6' CHAIN LINK FENCE
i 1-5/8"OD. 1
i MID. RAILS [
. L #6 GAUGE CHAIN|| ——— E H
g LINK FABRIC _ 1] L
© i LOWER HALF ] ;
@ Fl (back only} &l H
i 1-5/8"OD.
» 3" OD. LINE i i 1 BOTTOM RAILS __ 4"Dx24"WCONC. []
POST TYP. L u MOW STRIP L
& 77,7:7 =
& y < == =Y d
® - —11E=
| 15"DIA. CONC.
FTNG. TYP el = —
UNDISTURBED OR
COMPACTED SUBGRADE
100c. NOTE: INFIELD FENCING SHALL HAVE
POTSYTPCAP g 1-5/8" OD. BOTTOM RAILS IN
| _——— TIEWIRES @ 18" OC. LIEU OF STEEL TENSION WIRE.

COIL SPRING
TENSION WIRE

4FT, 6FT, & 8FT.
(SEE FIELD PLAN)

7 GAGE ALUMINIZED

(outfield fencing only)

[——— 1-5/8"OD. TOP RAILS

[————2-1/2" OD. LINE POST

#9 GAUGE CHAIN
LINK FABRIC

TIE WIRES @ 14" OC.

FENCE HIEGHT / DRIVEN DEPTH

z
4FT - 3FT u
6FT - 4FT Z
8FT - 5FT
N U
—

4" D x 24" W CONC.
MOW STRIP

UNDISTURBED OR

COMPACTED SUBGRADE

POST CAP
TYP

4FT, 6FT, & 8FT.
(SEE FIELD PLAN)

LINE SECTION

NOTE: ALL CONCRETE SHALL BE
3900 PSI ENTRAINED AIR

NOTE: POST AND RAILS SHALL BE SCH. 40.
POST, RAILS, AND ACCESSORIES SHALL BE
GALVANIZED TO THE LATEST ASTM DESIGNATION.

NOTE: CHAIN LINK FABRIC SHALL BE ALUMINIZED
2" MESH ( GAUGE AS NOTED).

10'0.C.
MAX.
| —— TIEWIRES @ 18" OC. TOP & BOTTOM RAILS
[——— 1-5/8"0OD. TOP, MID, & BOT. RAILS
( MID RAIL NOT REQD. ON 4FT HIGH FENCE )
TENSION BAR AT END/CORNER POST W/ TIE BANDS 14" OC.
i 3" OD. CORNER/END POST
TURNBUCKLE 2-1/2" OD. LINE POST

#9 GAUGE CHAIN LINK FABRIC
TIE WIRES @ 14" OC.

42"
o

12" TYP. DIA. CONC. FTNG. J L

END/CORNER POST

UNDISTURBED OR

___ 4"Dx24"W CONC.

3
11/2"—]

g MOW STRIP
J \7 10" TYP. DIA. CONC. FTNG.
LINE POST

COMPACTED SUBGRADE

PULL, END OR CORNER POST
& ADJACENT LINE POST
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16' HIGH FOUL POLE
3" OD. LINE POST & FTNG.
TYP. TO BACKSTOP DETAIL

24" MOW STRIP

’ l/ 4" min.. BRYAN AGLIME SURFACING ] ) ’

OPTIONAL 15 FT WARNING TRACK

PRO TURF SEED MIX

4"- 3900 PIS ENTRAINED AIR [ 25' ——f
CONCRETE (TYP.) \_| : :
ON APPROVED SUBGRADE »
e
—A—
8 — —

ES (USE 65 D'EFAuLT').—+

T

VA

4" min. - 3/8" MINUS BRYAN CRUSHED LIMESTONE

24" MOW STRIP

EXTEND CONC. 12"
BEYOND FENCING

3' OPENING IN
OUTFIELD FENCE

BALL FIELD

PRO TURF SEED MIX

VARES

8' CHAINLINK FENCE

FVAR_IE‘S (USE 65' DEFAULT)
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. e 6 s — 5. et
R ) 18" . w . 50" ]
udl B
7 5
16'BACKSTOP | 8 CHAINLINK FENCE | 8 CHAINLINK FENCE 1

16" HIGH FOUL POLE
3" OD. LINE POST & FTNG.
TYP. TO BACKSTOP DETAIL

NOTE: CHAIN LINK FENCING TO BE INSTALLED
FACING THE PLAYING SURFACE
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16’ HIGH FOUL POLE
3" OD. LINE POST & FTNG.
TYP. TO BACKSTOP DETAIL

24" MOW STRIP =t

PRO TURF SEED MIX

— 25—

8

.

Tt 1 o
4" - 3900 PIS ENTRAINED AIR 5R
CONCRETE (TYP) \_| P,
ON APPROVED SUBGRADE --J

5

o' R

P

OPTIONAL 15 FT WARNING TRACK

4" min. - 3/8" MINUS BRYAN CRUSHED LIMESTONE

VARES.

24" MOW STRIP

EXTEND CONC. 12"
BEYOND FENCING

3' OPENING IN
OUTFIELD FENCE

8' CHAINLINK FENCE

PRO TURF SEED MIX

NI

b

EXT BATTERS BOX
(TYP)

11

‘F

k20
1

1

g TT_ L

NOTE: CHAIN LINK FENCING TO BE INSTALLED
FACING THE PLAYING SURFACE

16' HT BACKSTOP | 8' HT. CHAINLINK FE!
W/ 8 OVERHANG
(FOR ABOVE)

12/28,/05

NCE 8'HT CHAINLINK FENCE

16' HIGH FOUL POLE
3" OD. LINE POST & FTNG,
TYP. TO BACKSTOP DETAIL
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